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GENERAL NOTES

1. Pavement markings detailed are proposed and shall be
5 RIGHT OF WAY '\\ instal led by the Contractor in accordance with MD-SHA.standards.
OSE
PROP - P ; ! 2. Video Camera placement / aligning shall be coordinated
FEE Do [ with Bob Gonzales of Montgomery County at (240) 777-8761.
! ; : ;"w‘ - 3. Contractor shal! verify all proposed pole and cabinet locations,
CONSTRUCTION DETAILS | I NS prior to fnetallation.
: : 4. For Final pavement markings refer to project pavement
h : (2l markings plans.
A. INSTALL 24 IN. HEAT APPLIED., WHITE, REFLECTIVE, THERMOPLASTIC PAVEMENT LGS 5. The contractor shall be responsible for terminating il signal cable.
MARKING TAPE FOR STOP LINE. EE' excludig? interconnect, to the appropriate terminals and properly {abei
each cable.

s ' T
8. &Egl?hé }iPéNFDSEé;Gég\f;kgEDs WHITE. REFLECTIVE. THERMOPLASTIC PAVEMEN 6. All signal poles and pedestal poles shal! be painted Federal green.

7. Contact Monfgomery Counfy:s Trqnspor+o+ion Monogemen+_Cen+er ]
C. THE CONTRACTOR SHALL INSTALL SIGNAL HEAD AND/OR SIGN AS SHOWN. 72 hours prior to mark existing underground traffic signal equipment.

(240)777-2100.

8. The contractor shall contract Mike Kinney for Surveil lance Camerda
equipment installtgtion.

R:/99-17/TASKAQ1/DWG/SIGNAL/Z899GP02.DGN

9. All bridge structures shall be installed with ' inch thick vibration
bearing pads.
10.§ee bridge plan sheets for traffic signal conduit connections at
ridge.
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